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Case Sealer 
Semi-Automatic – 
Manual Box Adjustment 
(Top/Bottom Belt Conveyor) 

SK10 SK20 SK27 SM2 INOX 

Belt position Bottom Top + Bottom Top + Bottom Top + Bottom 
Box Size Medium Medium Large Medium 

Box Dimensions 
(mm) 

Length (L) 150 - ∞ 150 - ∞ 150 - ∞ 150 - ∞ 
Width (W) 140** - 500 140*** - 500 170 - 650 140 - 500 
Height (H) 90* - 500 90* - 500 100* - 950 90* - 500 

Removable Taping-Head Yes (Top & Bottom) Yes (Top & Bottom) Yes (Top & Bottom) Yes (Top & Bottom) 
Min / Max box weight kg 0,5 – 30 0,5 – 32 0,5 – 32 0,5 – 32 

Speed bpm up to 20** up to 20** up to 20** up to 20** 
Default Taping Head K11 for 2" = 50 mm K11 for 2" = 50 mm K12 for 3" = 75 mm K11 for 2" = 50 mm 

Alternative Taping Heads K12 for 3" = 75 mm K12 for 3" = 75 mm K11 for 2" = 50 mm - 
Tape width mm 50 50 or 75 50 or 75 50 or 75 

Flap folding function - - - - 
Power Consumption (std.) KW 0,13 0,26 0,26 0,26 

Ingress Protection Code IP54 IP54 IP54 IP56 
Operator Side Left or Right Left or Right Left or Right Left or Right 

Other Features / Options Stainless Steel AISI 304 

SIAT Website Link SK10 SK20 SK27 SM2 INOX 

* 90 mm high box manageable with 30 mm tape leg, 100 mm high box manageable with 50 mm tape leg, 120 mm high box manageable with 70 mm tape leg
** speed depends on box length 
*** 140 mm with 50 mm taping head, 170 mm with 75 mm taping head 

PROD UCT MATRIX  & TECHNICAL OVERVIEW 

Taping Equipment

https://www.siat.com/product/sk1/
https://www.siat.com/product/sk20/
https://www.siat.com/product/sk27/
https://www.siat.com/product/sm2-i/


 

 

Taping Equipment 
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Case Sealer 
Semi-Automatic – 
Manual Box Adjustment 
(Side Belt Conveyor) 
 

S8 S8/4 XL35 XL35/4 XL36 
 

 

 

 

 

 

Belt position  Left + Right Left + Right Left + Right Left + Right Left + Right 
Box size  Medium Small Large Small Large 

Box Dimensions 
(mm) 

Length (L) 150 - ∞ 150 - ∞ 150 - ∞ 150 - ∞ 150 - ∞ 
Width (W) 150 - 500 75** - 500 130 - 500 75** - 500 150 - 650 
Height (H) 90* - 500 90* - 500 100* - 950 90* - 500 100 - 650 

Removable Taping-Head  Only Bottom 
(Top integrated) 

Only Bottom 
(Top integrated) 

Only Bottom 
(Top integrated) 

Only Bottom 
(Top integrated) 

Only Bottom 
(Top integrated) 

Min / Max box weight kg 0,5 – 32 0,5 – 32 0,5 – 32 0,5 – 32 0,5 – 32 
Speed bpm up to 20*** up to 20*** up to 20*** up to 20*** up to 20*** 

Default taping head  K11 for 2" = 50 mm K11 for 2" = 50 mm K11 for 2" = 50 mm K11 for 2" = 50 mm K12 for 3" = 75 mm 

Alternative taping heads  K12 for 3" = 75 mm 
1" = 25 mm 

K12 for 3" = 75 mm 
1" = 25 mm 

K11 for 2" = 50 mm 1,5" = 38 mm 1,5" = 38 mm 
K12 for 3" = 75 mm K12 for 3" = 75 mm 

Tape width mm 50 50 or 75 50 or 75 50 or 75 50 or 75 
Flap folding function  Optional Optional Optional Optional Optional 

Power consumption (std.) KW 0,13 0,26 0,26 0,26 0,26 
Ingress Protection Code  IP54 IP54 IP54 IP54 IP54 

Operator side  Left or Right Left or Right Left or Right Left or Right Left or Right 
Other Features / Options       

SIAT Website Link  S8 S8/4 XL35 XL35/4 XL36 
 
 
 
 

 

* 90 mm high box manageable with 30 mm tape leg ** 25 mm tape width head manage 75 mm minimum wide box *** speed depends on box length 
100 mm high box manageable with 50 mm tape leg  38 mm tape width head manage 90 mm minimum wide box  
120 mm high box manageable with 70 mm tape leg  50 mm tape width head manage 105 mm minimum wide box  

https://www.siat.com/product/s8-range/
https://www.siat.com/product/s8-range/
https://www.siat.com/product/xl35-range/
https://www.siat.com/product/xl35-range/
https://www.siat.com/product/xl35-range/


 

 

Taping Equipment 
PROD UCT MATRIX  & TECHNICAL OVERVIEW 
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Case Sealer 
Semi-Automatic – 
Automatic Box Adjustment 

 

SR20 SR27 XL46/XL461 SM48/SM481 

 

 

 

 

 

 
Belt position  Top + Bottom Top + Bottom Left + Right Left + Right 

Box Size  Medium Large Large Extra Large 

Box Dimensions 
(mm) 

Length (L) 150 - ∞ 150 - ∞ 150 - ∞ 200 - ∞ 
Width (W) 140** - 500 170 - 650 140 - 650 200 - 800 
Height (H) 100* - 500 100* - 650 120 - 650 120* - 800 

Removable Taping-Head  Yes (Top & Bottom) Yes (Top & Bottom) 
Only Bottom 

(Top integrated) 
Only Bottom 

(Top integrated) 
Min / Max box weight kg 0,5 – 32 0,5 – 32 2 – 32 2 – 32 

Speed bpm up to 15*** up to 15*** up to 10*** up to 10*** 
Default Taping Head  K11 for 2" = 50 mm K12 for 3" = 75 mm K12 for 3" = 75 mm K12 for 3" = 75 mm 

Alternative Taping Heads  K12 for 3" = 75 mm K11 for 2" = 50 mm K11 for 2" = 50 mm K11 for 2" = 50 mm 
Tape width mm 50 or 75 75 or 50 75 or 50 75 or 50 

Flap folding function  no no no no 
Power Consumption (std.) KW 0,26 0,26 0,26 0,26 

Ingress Protection Code  IP54 IP54 IP54 IP54 
Air system brand  FESTO FESTO SMC - (Optional FESTO) SMC - (Optional FESTO) 
Air Consumption NL/Cycle 7 9 12 15 

Operator Side  Left or Right Left or Right Left or Right Left or Right 

Other Features / Options  
higher column option for alternative 

box heights 
higher column option for alternative 

box heights 

XL461 can work in automatic mode 
with pre-closed flaps. Machine can 

work with AS25 indexing unit. 

SM481 can work in automatic mode 
with pre-closed flaps 

SIAT Website Link  SR20 SR27 XL46    |     XL461 SM48     |     SM481 

* minimum height depends on the tape leg selected ** with 50 mm wide taping head version *** speed depends on box length 

https://www.siat.com/product/sr20/
https://www.siat.com/product/sr27/
https://www.siat.com/product/xl46-range/
https://www.siat.com/product/sm48-range/
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Case Erector 
Semi-Automatic 
- Packing-Station 
- Bottom-Flap-Closer 

PS50 F105 
 

 

 

 
Belt position  Top + Bottom - 

Box Size  Medium Medium 

Box Dimensions 
(mm) 

Length (L) 200 - 600 200 - 600 
Width 

(W) 150 - 500 90 - 500 

Height (H) 100* - 500 90 - 500 
Min / Max box weight kg 0,5 – 32 0,5 – 32 

Removable Taping-Head  Only Bottom (Top integrated) n.a. 
Speed bpm up to 10** up to 10** 

Default Taping Head  K11 for 2" = 50 mm - 
Tape width mm 50 - 

Flap folding function  Yes, for bottom side of the box  Yes, for bottom side of the box 
Power Consumption (std.) KW 0,26 - 
Ingress Protection Code  IP54 - 

Air system brand  FESTO FESTO 
Air Consumption NL/cycle 14 14 

Operator Side  Left or Right Left or Right 
Other Features / Options   Elongated Version for box length max 800 mm 

SIAT Website Link  PS50 F105 

 

* 100 mm high box manageable with 50 mm tape leg, 120 mm high box manageable with 70 mm tape leg 
** speed depends on box length and operator skills 

  

https://www.siat.com/product/ps50-tb/
https://www.siat.com/product/f105/


 

 

Taping Equipment 
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Case Sealer 
Fully-Automatic 
Tape application 
 

SM11 SM116 SM44HD/HS SM446HD/HS 
 

 

 

 

 

 

 
 

 

Belt position  Side Side Side Side 
Box size  Medium Large Medium Large 

Machine adjustment  Manual Manual Automatic Automatic 

Box Dimensions 
(mm) 

Length (L) 200 - 600 300 - 900 150* - 600 300 - 800 
Width (W) 105* - 500 150 - 650 160 - 500 160 - 650 
Height (H) 90** - 600 180 - 700 90* - 500 140 - 650 

Min / Max box weight kg 2  – 32 2  – 32 2  – 32 2  – 32 
Speed bpm up to 20*** up to 15*** up to 7(HD) up to 13 (HS)*** up to 6 (HD) up to 10 (HS)*** 

Removable Taping-Head  Yes (Top & Bottom) 
(except /4 version   only bottom) 

Only Bottom 
(Top integrated) 

Yes (Top & Bottom) 
(except /4 version   only bottom) 

Yes (Top & Bottom) 
(except /4 version   only bottom) 

Default taping head  K11 for 2" = 50 mm K12 for 3" = 75 mm K11 for 2" = 50 mm K12 for 3" = 75 mm 
Alternative taping heads  K12 for 3" = 75 mm K11 for 2" = 50 mm K12 for 3" = 75 mm K11 for 2" = 50 mm 

Tape width mm 50 or 75 75 or 50 75 or 50 75 or 50 
Flap folding function  Yes Yes Yes Yes 
Standard PLC brand  No PLC as standard No PLC as standard Siemens S7-1200 Siemens 7-1200 

Power consumption (std.) KW 0,26 0,46 0,36 (HD) - 1,8 (HS) 0,36 (HD) - 2,38 (HS) 
Ingress Protection Code  IP54 IP54 IP54 IP54 

Air system brand  FESTO Aventics FESTO FESTO 
Air consumption NL/Cycle 2,5 4 15 (HD) - 13 (HS) 20 (HD) - 14 (HS) 

Indexing unit  AG21-500 (optional) AG21-650 (optional) AS24-500 or AS26-500 AS26-650 
Operator side  Left or Right Left or Right Left or Right Left or Right 

Other Features / Options  

Transparent Safety Fences Transparent Safety Fences Transparent Safety Fences Transparent Safety Fences 
End/Broken tape device 

only with PLC Siemens s7-1200 
End/Broken tape device 

only with PLC Siemens s7-1200 Optional: 
Pneumatic Taping Head  

Optional: 
Pneumatic Taping Head Handles with measurement 

setting indicators 
Handles with measurement 

setting indicators 
SIAT Website Link  SM11 SM116 SM44HD     |     SM44HS SM446HD     |     SM446HS 

* /4 version ** minimum height depends on the tape leg required *** machine capacity depends on box length 

https://www.siat.com/product/sm11-range/
https://www.siat.com/product/sm11-range/
https://www.siat.com/product/sm44hd/
https://www.siat.com/product/sm44hs-range/
https://www.siat.com/product/sm44hd/
https://www.siat.com/product/sm44hs-range/
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Case Erector 
Fully-Automatic 
Tape application 

F44 F144/F344 F145/F345 F146/F346 

Belt position Side Side Side Side 

Box size Medium Small / Medium Medium Large 

Box opening type Pneumatic Pneumatic or Motorized Pneumatic or Motorized Pneumatic or Motorized 

Box Dimensions 
(mm) 

Length (L) 200 - 450 mm 150* - 450 mm 200 - 560 mm 300 - 620 mm 

Width (W) 150 - 350 mm 130* - 350 mm 150 - 350 mm 200 - 400 mm 

Height (H) 120* - 450 mm 120* - 450 mm 150 - 450 mm 220 - 450 mm 

Removable Taping-Head Yes Yes Yes Yes 

Standard PLC type Siemens S7-1200 Siemens S7-1200 Siemens S7-1200 Siemens S7-1200 

Pneumatic System FESTO SMC - (Optional FESTO) SMC - (Optional FESTO) SMC - (Optional FESTO) 

Speed bpm up to 8*** pneumatic F144: up to 12 motorized 
F344: up to 20*** 

pneumatic F145: up to 10 motorized 
F345: up to 19*** 

pneumatic F146: up to 8 motorized 
F346: up to 15*** 

Default taping head K11 for 2" = 50 mm K11 for 2" = 50 mm K11 for 2" = 50 mm K12 for 3" = 75 mm 

Alternative taping heads K12 for 3" = 75 mm K12 for 3" = 75 mm K12 for 3" = 75 mm K11 for 2" = 50 mm 

Tape width mm 50 or 75 50 or 75 50 or 75 50 or 75 

Power consumption (std.) KW 0,36 
pneumatic F144: 0,36 pneumatic F145: 0,36 pneumatic F146: 0,36 

motorized F344: 2,35 motorized F345: 2,35 motorized F346: 2,35 

Ingress Protection Code IP54 IP54 IP54 IP54 

Air consumption NL/Cycle 48 
pneumatic F144: 48 pneumatic F145: 48 pneumatic F146: 54 

motorized F344: 9 motorized F345: 9 motorized F346: 9 

Box Orientation Left or Right Left or Right Left or Right Left or Right 

Other Features / Options /4 version for low boxes very low boxes option (min 80 mm) very low boxes option (min 80 mm) very low boxes option (min 80 mm) 
SIAT Website Link F44 F144     |     F344 F145     |     F345 F146     |     F346 

* /4 version  with K11 . with K12 minimum width is 150 mm ** minimum height depends on the tape leg required *** machine capacity depends on box length 

https://www.siat.com/product/f44/
https://www.siat.com/product/f144-range/
https://www.siat.com/product/f344-range/
https://www.siat.com/product/f144-range/
https://www.siat.com/product/f344-range/
https://www.siat.com/product/f144-range/
https://www.siat.com/product/f344-range/
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PROD UCT MATRIX  & TECHNICAL OVERVIEW 
 

11
.2

02
0 

- A
ll 

in
fo

rm
at

io
n 

w
ith

ou
t g

ua
ra

nt
ee

. 
Su

bj
ec

t t
o 

te
ch

ni
ca

l m
od

ifi
ca

tio
ns

. 

 7 / 7 

 

 

 
* /4 version ** machine capacity depends on box length 

 

Case Sealer & Case Erector 
Fully-Automatic 
Hot-Melt application 
 

HM11T HM11TB HM145 HM146 
 

 

 

 

 

 

 

 

Belt position  Side Side Side Side 

Box size  Medium Medium Medium Large 

Machine type  Hot-Melt Case Sealer (only Top) Hot-Melt Case Sealer (Top & Bottom) Hot-Melt Case Erector Hot-Melt Case Erector 

Box Dimensions 
(mm) 

Length (L) 200 - 600 mm 200 - 500 mm 200 - 560 mm 300 - 620 mm 

Width (W) 150 - 500 mm 150 - 500 mm 150 - 350 mm 200 - 400 mm 

Height (H) 120* - 500 mm 120* - 500 mm 200 - 450 mm 200 - 450 mm 

Standard PLC type  Siemens S7-1200 Siemens S7-1200 Siemens S7-1200 Siemens S7-1200 

Pneumatic System  FESTO FESTO Standard SMC 
Optional FESTO 

Standard SMC 
Optional FESTO 

Min / Max box weight kg 2 - 30 2 - 30 - - 

Speed bpm up to 20** up to 16** up to 9** up to 7** 

Standard hot melt device  Robatech Concept 5 Robatech Concept 5 Robatech Concept 5 Robatech Concept 5 

Alternative hot melt device  Nordson / Preo / Meler / 
Valco Melton / Graco 

Nordson / Preo / Meler / 
Valco Melton / Graco 

Nordson / Preo / Meler / 
Valco Melton / Graco 

 Nordson / Preo / Meler / 
Valco Melton / Graco 

Melt dispenser 
consumption KW 2,37 2,56 2,24 2,24 

Machine power 
consumption KW 0,36 0,36 1,11 1,11 

Ingress Protection Code  IP54 IP54 IP54 IP54 
Air consumption NL/Cycle 3 3 55 60 

Box Orientation  - - Left or Right Left or Right 

SIAT Website Link  HM11T HM11TB HM145 HM146 

SIAT.com 

https://www.siat.com/product/hm11-range/
https://www.siat.com/product/hm11-range/
https://www.siat.com/product/hm145-range/
https://www.siat.com/product/hm145-range/
https://www.siat.com/

